AF90 is a is a bright white glass fibre manufactured specifically for use as an exposed, finished acoustic
treatment for ceilings and walls. If a colour other than bright white is desired, AF90 can be painted with

any high quality, water-borne paint.

Note that painting must be done only after the installed AF90 has dried to a minimum moisture content

equal to the ambient humidity.

When painting AF90 a deep black as has been done in this project, it will require at least two coats of
paint as the initial installation is, as noted earlier, a very bright white.

However, not all jobs will require as deep a colour as is illustrated in the previous pictures. Quite a number
of jobs will be considered satisfactory when the final finish is similar to that shown directly above.
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AcoustiFINISH™ (AF90)

1 Spray Applied Acoustic Ceiling & Wall Finish

THERMACoUSTIC

A TYPICAL APPLICATION

This brochure illustrates a typical use of AF90 as a 'final finish' acoustic application where both excellent
acoustic performance and first-class aesthetic results are required.

Shown below is the main entrance to the gymnasium and theatre complex under construction in a private
college located in Abbotsford, British Columbia.

The pictorial views that follow are all of the interior of the complex where AF90 has been installed on
the ceiling and a on a narrow band extending downward on the walls. The primary purpose of the installation

is acoustic control, but there is a spin-off thermal insulation benefit as well due to the excellent thermal
value offered by the product.



The following pictures show some of the advantages of AF90 as an acoustic product and final surface finish
as installed in a multi-purpose activity room.

In the two pictures below note the ductwork, lighting and other suspensions from the ceiling. These make
it virtually impossible to use any product other than a spray to provide effective sound control. Of the
available spray products, AF90 is by far the easiest and most cost effective to install.

AF90 has very many advantages over other acoustic materials ,especially when utilised for jobs of the
type illustrated in this brochure. The two illustrations below clearly show some of those advantages.

Note the clean, straight lines at the intersections of the wall and ceiling and the treated versus untreated
section of the wall. In addition, note the smooth, uniform texture as clearly illustrated at the division of
the upper and lower wall sections.
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